
DECEMBER 2017
INSPIRING THE AEC INDUSTRY

®

101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101101TOP
PRODUCTS



project’s architect, carried over existing 
datum lines from the MEC to the de-
sign of the museum in order to visually 
tie the two structures together. This 
allowed building elements like joint 
lines, window heads, and sills to align. 
Saw-stacked stone, which was already 
used on one of the university’s sports 
facilities, was chosen over brick. It was 
paired with Sto Corp’s StoPowerwall 
DrainScreen. The StoPowerwall Drain-
Screen is a stucco wall assembly with 
continuous air and moisture barrier 
and advanced cavity wall design that 
combines the strength and durability of 
stucco with StoGuard moisture protec-
tion and Sto high performance fi nishes. 
The completed museum is about 30% 
stacked stone and 70% stucco. 
STO|CIRCLE NO. 815

17 ‘SLENDERWALL’ PRECAST

CLADDING FROM EASI-SET

SlenderWall is an alternative to tradi-
tional precast cladding that incorpo-
rates precast’s design fl exibility into 
a lightweight assembly with a vapor 
barrier, insulation, and interior framing 
studs. Its outer face is made of two 
inches of architectural precast concrete 
containing polyvinyl alcohol (PVA) fi ber 

and welded-wire reinforcement. Stain-
less-steel fasteners attach the exterior 
concrete to 14- or 16-gauge G90 galva-
nized steel studs. The resulting thermal 
air gap is fi lled with factory-applied 
closed-cell foam insulation. The entire 
assembly, including the vapor barrier, 
insulation, and framing studs, is only 
one-third of the weight of six-inch-thick 
precast. SlenderWall was used on 
the new eight-story Holiday Inn on the 
Cleveland Clinic campus. It was se-
lected because of its cost savings over 
traditional precast concrete, including 
savings from eliminating large cranes 
required to lift precast panels.
EASI-SET WORLDWIDE|CIRCLE NO. 816

18  FORMAWALL IMP SYSTEM

Insulated metal panel system has been 
enhanced with the Formawall Insulated 
Metal Vertical (IMV) Joint (pictured) and 
Formawall Pressure-Equalized (PE) Seal 
Plate. The IMV joint provides a thermal 
barrier at the end joint and eliminates 
exposed gaskets and sealants to 
reduce the opportunity for streaking 
or staining on the panels. The PE Seal 
Plate provides multiple lines of defense 
against air and water infi ltration.
CENTRIA|CIRCLE NO. 817

19  TAPERED SERIES LIGHTWEIGHT 

ALUMINUM PANELS

Lightweight aluminum insulated panels 
can be angled in any direction to varying 
degrees and depths, offering design 
freedom without the need to modify the 
substrate or weather barrier. Tapered 
Series panels are particularly well suited 
for retrofi t applications, where uneven 
and leaning walls are commonplace. 
Panel depth can range from 1¼ to four 
inches, depending on the severity of the 
taper design. Three panel sizes: 40x40, 
24x72, and 24x120 inches.
DRI-DESIGN|CIRCLE NO. 818

20  RETRO-R ROOFING PANEL

Designed for installation over exist-
ing metal roof systems, Retro-R is 
an exposed-fastening panel with rib 
spacing 12 inches on center, a rib 
height of 1111/1616 inch, and a minimum 
slope of 1/2:12. It has been approved 
as a minimum 26-gauge panel installed 
over an existing minimum 29-gauge 
PBR panel. Its integrated drip stop 
membrane prevents rust from the old 
roof from transferring to the new panel. 
The product recently received statewide 
approval for use in Florida.
MBCI|CIRCLE NO. 819
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